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PRODUCT NAME: E-Sedum Drought Resist
No. Art.: 700213

Product description: Vegetation mat

The E-Sedum Drought-Resist vegetation mat contains between 5-6
different Sedum species with increased self-regeneration capacity and
maximized drought resistance. The plants are carefully chosen, the
carpet being composed of the species that have praven to be the most
resistant, based on studies and analyzes carried out over many years in arid areas. The plants are grown on cair fabric and special
substrate. It represents an economical solution for creating a carpet of vegetation that provides a high degree of caverage
immediately after installation. Sedum species develop very well under green roof conditions, resistance and durability are
guaranteed due plant’s properties. The plants are grown in the plantation in Arad, Romania, taking into account the very dry local
climatic conditions, so they can be easily transferred to other areas with hot summers, without precipitation. The minimum
maintenance depends on the structure of the green roof system; it requires fertilizer administration 2-3 times a year, and the
elimination of tall invasive species braught by the wind (due to the resistance, during maintenance work, the Sedum vegetation
carpet can be stepped on). Small plants appearing on the roof should be tolerated, contributing over time to the biodiversity of
the green roof. The vegetation blanket can provide min. 95% coverage upon delivery and is manufactured in accordance with FLL
(German Green Roof Standards).

ADVANTAGES PROPERTIES

® The succulent Sedum plant is used to store water in its ® Sedum plants are relatively short in height and are
leaves, so it is perfectly suitable for extremely variable characterised by a high capacity for self-regeneration,
climate conditians. and are resistant to drought, sun, wind and frost.

®  Provides maximum coverage with instant compact ®  Sedum rolls offer a wide variety of colours and shapes,
growth, compared to planting with seedlings or sowing, and contain plants with leaves of various sizes.

it does not require several years of waiting to achieve

® The flowering period is in early summer (yellow, pink
the desired effect. &P Yy Y p

and white flowers), throughout the vyear different
® Plant roots are strongly developed, therefore require

less care than seedlings.

shades of green predominate, in the hat summer and
autumn-winter the leaves take on shades of red,

®  Due to its medium weight, vegetation blankets can be providing an aesthetic change in the appearance of the
installed on buildings with low load-bearing capacity. vegetation.
® Because of the greater substrate thickness of 2-4 cm, INSTALLATION

it can be installed directly on the water-retaining layer , . ‘
® The vegetation blanket is easy to install, rolls should be

f fsin ligh h here
of green roofs in lightweight structures, and there is no handled by 2 people and unrolled immediately after

need to add substrate underneath this vegetation

transport.
blanket. .
® (anbe installed on slopes up to 15 degrees.
PACKING . |
® |t is recommended to water the vegetation after
® Dimensions: max. 40 m? for the standard size and 20 - installation and to monitor it regularly during the first
25 m? for the large roll (1 m x 20-25 m) /pallet month (occasional watering during dry periods s
® Palletsize: 130cmx 110 cm reconmended).
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E-SEDUM DROUGHT RESIST VEGETATION BLANKET

TECHNICAL DATA SHEET

Product name: E-Sedum Drought Resist
Art. Nr.: 700213
Product description: Vegetation blanket

Technical data Unit Tolerance Standard
Coverage 95 % FLL
Dry weight 25 kg/l’T]2 5.00% FLL
Water saurated weight 30 kg/m? 5.00% FLL
Thickness 2-4 cm FLL
Standard size 120x100 (50x200 upon request) cm
Maximum roll lenght 20-25x1 m 5%
Dimensions, standard size max. 40 m?/pallet
Dimensions, large roll 20-25 m?/pallet 5%
Pallet size 110x130 cm

The data are empirical values based on the current state of production and are subject to customary tolerances, but do not represent
guaranteed properties. We reserve the right to make technical changes.

Last update: 27.07.2024.
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