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  PRODUCT NAME: EGT-F  
Art. Nr.: 100112, 100152 

  Product description: Filter fleece  

 

The EGT-F geotextile separates the drainage from the vegetation substrate on the green roof; it is a horizontally 
arranged filter layer. Prevents clogging of fine particles from substrate and vegetation in the drainage system, avoids clogging of 
the drainage. It also functions as a separation layer for incompatible layers on the green roof (e.g. bitumen and PVC). It can be 
used in any climate/weather conditions due to its weather resistance. It is suitable for any type of multi-layer green roof 
(extensive, intensive, semi-intensive, i.e. hot, cold, inverted) with slope up to 45o. It is made of polypropylene (non-woven 
geotextile bonded by interlacing and thermal fixing). It is CE certified and complies with FLL (Green Roof Guide) requirements..

ADVANTAGES 
• Facilitates the proper functioning of the drainage 

system; ensures free circulation of water and air.  

• Resistant to green roof substrates and natural soils, 
having a lifespan of 50-80 years. Due to its small pore 
size, it has the ability to retain particles from the 
leachable fraction and allow increasingly pure water to 
pass through, free from sediments. 

INSTALLATION 
• Simple installation, few tools are required. It is 

recommended to overlap neighbouring rolls by at least 
20 cm wide. 

• For installation processes longer than one week, it is 
recommended to cover the geotextile to protect it 
from UV radiation.  

• Recommended to use a hooked blade cutter, that 
allows to safely cut the geotextile without accidentally 
perforating the waterproofing membrane. 

PROPERTIES 
• Allows vertical permeability of water. 

• Characterized by a high tensile strength. 

• It has high resistance to decomposition, abrasion and 
puncture due to its elasticity, and against chemical and 
biological action (it is chemically and biologically 
neutral). 

 
PACKING 
• Available  in different dimensions 110, 150, 200, 250, 

300 gr/m2, depending on the need for water 
permeability or project specifics. 

• Roll lenght: 100 m 

• Roll width: 200-540 cm 
 

 

 

  STRUCTURE                                                                            

  1.    Vegetation                                                                                                                                      
  2.    Substrate   E-Extensiv                                                                                                                                  
  3.    Filter fleece   EGT-110-F                                                                
  4.    Drainage board   E-Drain-25                                                        
  5.    Prot. and water ret. geotextile   EGT-300-PWR                    
  6.    Root-resiatant foil ERF-400/500                                                                                                      
  7.    Waterproofing membrane  
  8.    Thermal insulation                                                                                                                          
  9.    Roof construction 
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TECHNICAL DATA SHEET 

 

Product name: EGT-110-F-2x100M 
Art. Nr.: 100112 
Product description: Filter fleece 110g/m2 
 

Technical data  Unit Tolerance Standard 
Material Polypropylen    
Thickness 0,65 mm -0,13  
Roll length 100 m ±2%  
Roll width 200 cm ±3  
Tensile strength (MD/CMD) 6,5 kN/m -0,5 EN ISO 10319 
Elongation (MD/CMD) 50 / 60 % ±15 / ±20 EN ISO 10319 
Surface weight 0,110 kg/m2 -10 EN ISO 9864 
Weather resistance 30 days  EN 12224 
Characteristic opening size 90 µm ±30 EN ISO 12956 

Color white    

CBR 1200 N -300 EN IS 12236 
Cone fall test  32 mm ±5,6 EN ISO 13433 
Microbiological resistance (MD/CMD) 100 %  EN ISO 12225 

 

Product name: EGT-150-F-2x100M 
Art. Nr.: 100152 
Product description: Filter fleece 150g/m2 
 

Technical data  Unit Tolerance Standard 
Material Polypropylen    
Thickness 0,8 mm -0,16  
Roll length 100 m ±2%  
Roll width 200 cm ±3  
Tensile strength (MD/CMD) 12 kN/m -1,8 EN ISO 10319 
Elongation (MD/CMD) 50 / 65 % ±20 / ±20 EN ISO 10319 
Surface weight 0,165 kg/m2 -15 EN ISO 9864 
Weather resistance 30 days  EN 12224 
Characteristic opening size 60 µm ±30 EN ISO 12956 
Color white    
CBR 1800 N -300 EN IS 12236 
Cone fall test  28 mm ±5,6 EN ISO 13433 
Microbiological resistance (MD/CMD) 100 %  EN ISO 12225 
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