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PRODUCT NAME:  Texstrat 20/30/40 

Art. Nr.: 100620, 100630, 100640 
Product description: Rec. materials made substrate with enhanced hydro-accumulation capacity 

 

The vegetation and hydro-accumulation layer is mainly intended for extensive green roofs with a light structure. It is 
recommended for roofs with low substrate thickness and drought-resistant plants such as Sedum or Sempervivum species. It 
has been designed for partial substrate replacement; combined with a minimum substrate height, it provides a suitable growing 
environment for plants, ensures hydration and rooting of plants, which also contributes to increased stability of the green roof 
structure. It is a versatile product, recommended for all types of green roofs with low load bearing capacity, suitable for pitched 
and non-sloped roofs; it is easy to install on large areas such as event/classrooms, offices, industrial halls, car parks, green tram 
lines, it can also be used on small areas, residential houses, terraces, garages, stations, etc. It can also be used as a protective 
layer under the gravel layer on ballasted roofs. 

Due to the composition of the material, with an increased proportion of fine fibres, the board has increased water 
retention capacity, even on sloping roofs. It is made of non-woven material, manufactured using Airlay technology from recycled 
synthetic fibres. 

ADVANTAGES 

• Partially replacing the plant substrate with Texstrat 
significantly reduces the weight of the green roof 
structure and increases water retention by 17-34 l/m2. 

• Quick and easy to install, easy to handle even in strong 
winds. 

• It has additional thermal and sound insulation 
properties. 

• Allows green roofs installations on low load-bearing 
constructions. 

PACKING 
• Board dimensions: 1200 mm x 600 mm 
• Pallet dimensions: Texstrat 20/30/40 – 144 m2/96,48 

m²/ 72 m2 
 

 
 
 
 
 
 
 

PROPERTIES 
• It is an environmentally friendly product, made from 

recycled textile materials (90% bicomponent PES fibres), 
without chemical additives and is completely recyclable.  

• High resistance to mechanical and dynamic impacts. 
• Complies with ISO 9001, ISO 14001, ISO 45001 and ISO 

50001 standards. 

INSTALLATION  
• In the green roof structure, installed on top of the 

filtering geotextile, the substrate is laid on the Texstrat 
board.  

STRUCTURE 

1.    Vegetation   E-Sedum Ready-Mix/Light                                                                                                                                       
2.    Substrate   E-Extensiv   
3.    Hydro-accumulation substrate  Texstrat-30 
4.    Filter fleece   EGT-110-F/EGT-150-F                                                                           
5.    Drainage board   E-Drain-20                                                                                          
6.    Protection geotextile   EGT-300-PWR/EGT-500-PWR   
7.    Root-resistant foil   ERF-400/500                                    
8.    Waterproofing membrane  
9.    Thermal insulation                                                                                                                    
10.    Roof structure 
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TECHNICAL DATA SHEET 

Product name: Texstrat 20  
Art. Nr.:  
Product description: Vegetation and hydro-accumulation layer 

General technical data  Unit Tolerance Standard 
Material polyester, bonded with bicomponent polyester fibres 
Thickness 0,5 kPa 20 mm ± 15 % EN ISO 9073-2 
Length  120 cm ± 2 cm  
Width  60 cm ± 2 cm  
Tensile strength (horizontal) 40 kN/m  EN ISO 10319 
Tensile strength (vertical) 115 kN/m  EN ISO 10319 
Dynamic puncture resistance 20 mm  EN ISO 13433 
Mass per unit area 2000 g/m2 ± 15 % EN ISO 9864 
Density 100 kg/m3   

Mass in water saturated state 19 kg/m2   

Hydro-accumulation capacity 17 l/m2   
Maximum water capacity * 80-85 %   

Porosity 90-95 %   

Pallet size 120x120 cm   

No. boards/pallet 200 pcs   

Pallet weight 300 kg   

Storage Store in dry places 

Product name: Texstrat 30 
Art. Nr.:  
Product description: Vegetation and hydro-accumulation layer 

General technical data  Unit Tolerance Standard 
Material polyester, bonded with bicomponent polyester fibres 
Thickness 0,5 kPa 30 mm ± 15 % EN ISO 9073-2 
Length  120 cm ± 2 cm  
Width  60 cm ± 2 cm  
Tensile strength (horizontal) 45 kN/m  EN ISO 10319 
Tensile strength (vertical) 135 kN/m  EN ISO 10319 
Dynamic puncture resistance 5 mm  EN ISO 13433 
Mass per unit area 3000 g/m2 ± 15 % EN ISO 9864 
Density 100 kg/m3   

Mass in water saturated state 29 kg/m2   

Hydro-accumulation capacity 26 l/m2   
Maximum water capacity * 83-88 %   

Porosity 90-95 %   

Pallet size 120x120 cm   

No. boards/pallet 134 pcs   

Pallet weight 300 kg   

Storage Store in dry places 

 


